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Displacement cm3 1,254

Bore hole/stroke mm 102.5 x 76

Power kW/HP 100/136

At rotational speed rpm 7,750

Torque Nm 143

At rotational speed rpm 6,250

Design Air/liquid-cooled two-cylinder four-stroke boxer engine with two spur gear driven 
camshafts on top, one counterbalance shaft and BMW ShiftCam variable intake 

camshaft control

Compression 12.5:1

Fuel Premium grade fuel, 
unleaded 
95 RON 

Valves per cylinder 4

Ø intake/exhaust mm 40/34

Ø throttle valve mm 52

Engine control unit BMS-O

Emission control Controlled three-way catalytic converter, exhaust emission standard EU-5

 

Alternator W                                    510 

Battery V/Ah                                                                             12/11.8 12/11.8

Headlight LED H7 12 V 55 W

Rear light LED brake light / rear light

Starter W 900

 

 

Clutch Oil-bath clutch with anti-hopping function, hydraulically operated

Transmission Claw-operated six-speed transmission with helical-cut splines

Primary translation 1.650

Gear ratios I 2.438

 II 1.714

 III 1.296

 IV 1.059

 V 0.943

 VI 0.848

Secondary drive Cardan shaft

Secondary translation                                      2.910                                 2.750 

 
  



 

 

Frame design Two-piece frame concept consisting of main 
frame with rear frame bolted on, engine supported

Wheel guide, front wheel BMW Motorrad Telelever, 
central spring strut, Ø 37 mm

Wheel guide, rear wheel  Cast aluminium single-sided swinging arm with BMW Motorrad Paralever, WAD 
spring strut, spring preload adjustable infinitely variable hydraulically by 

handwheel, rebound-stage damping adjustable 
(Optional: Dynamic ESA) 

Spring travel, front/rear mm 190/200 210/220

After-run mm 100.6 95.4

Wheelbase mm 1,514 1,504

Steering head angle ° 64.3 65.1

Brakes FrontTwin disc brake, brake discs with floating mount, Ø 
305 mm, 

four-piston radial brake callipers 

Twin disc brake, brake discs 
with floating mount, Ø 305

mm, 
four-piston radial brake 

callipers 

 Rear Single disc brake, 
Ø 276 mm, twin-piston floating calliper brake

ABS as standard 
BMW Motorrad Integral ABS Pro (partial integral, optimised for inclined 

positions) 

Wheels Aluminium cast wheels” Cross-spoked wheels

 Front 3.00 x 19" 3.00 x 19"

 Rear 4.50 x 17" 4.50 x 17"

Tyres Front 120/70 R19 120/70 R 19

 Rear 170/60 R17 170/60 R 17

 

Overall length mm 2,207 2,270

Overall width across mirrors mm 952.5 980

Seat height mm 850/870
(800 to 900 representable) 

890/910
(760 to 850 representable)

DIN vehicle kerb weight, ready 
for use 

kg 249 268

Perm. total weight kg 465 485

Fuel tank capacity l 20 30

 

Fuel consumption (WMTC) l/100 km 4.75

CO2 g/km 110

Acceleration 0–100 km/h s 3.6 x.x

Maximum speed km/h >200 >200

 

 

 

 

 



 



 



 



 



 



 



 


